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cross sectional area shall exceed metal 
removed for dome opening, or tank 
shell shall be reinforced by a seamless 
saddle plate equal to or greater than 
shell in thickness and butt welded to 
tank shell. The reinforcing saddle plate 
shall be provided with a fluid opening 
having a vertical flange of the diame-
ter of the dome for butt welding shell 
of dome to the flange. The reinforcing 
saddle plate shall extend about the 
dome a distance measured along shell 
of tank at least equal to the extension 
at top of tank. Other approved designs 
may be used. 

(f) For thickness of carbon or alloy 
steel domes, see § 179.201–2. 

[29 FR 18995, Dec. 29, 1964. Redesignated at 32 
FR 5606, Apr. 5, 1967, and amended by Amdt. 
179–10, 36 FR 21350, Nov. 6, 1971; Amdt. 179–28, 
46 FR 49906, Oct. 8, 1981; Amdt. 179–52, 61 FR 
28680, June 5, 1996; 66 FR 45186, 45390, Aug. 28, 
2001]

§ 179.200–15 Closures for manways. 

(a) Manway covers must be of ap-
proved type. 

(b) Manway covers shall be designed 
to provide a secure closure of the 
manway. 

(c) Manway covers must be of ap-
proved cast, forged, or fabricated met-
als. Malleable iron, if used, must com-
ply with ASTM A47–68, Grade 35018. 
Cast iron manway covers must not be 
used. 

(d) All joints between manway covers 
and their seats shall be made tight 
against leakage of vapor and liquid by 
use of gaskets of suitable material. 

(e) For other manway cover require-
ments see § 179.201–1. 

[29 FR 18995, Dec. 29, 1964. Redesignated at 32 
FR 5606, Apr. 5, 1967, and amended by Amdt. 
179–10, 36 FR 21350, Nov. 6, 1971; Amdt. 179–37, 
50 FR 11066, Mar. 19, 1985]

§ 179.200–16 Gauging devices, top load-
ing and unloading devices, venting 
and air inlet devices. 

(a) When installed, these devices 
shall be of an approved design which 
will prevent interchange with any 
other fixture, and be tightly closed. 
Unloading pipes shall be securely an-
chored within the tank. Each tank or 
compartment may be equipped with 
one separate air connection. 

(b) When the characteristics of the 
commodity for which the car is author-
ized are such that these devices must 
be equipped with valves or fittings to 
permit the loading and unloading of 
the contents, these devices, including 
valves, shall be of an approved design, 
and be provided with a protective hous-
ing except when plug or ball type 
valves with operating handles removed 
are used. Provision shall be made for 
closing pipe connections of valves. 

(c) A tank may be equipped with a 
vacuum relief valve of an approved de-
sign. Protective housing is not re-
quired. 

(d) When using a visual gauging de-
vice on a car with a hinged manway 
cover, an outage scale visible through 
the manway opening shall be provided. 
If loading devices are applied to permit 
tank loading with cover closed, a tell-
tale pipe may be provided. Telltale pipe 
shall be capable of determining that re-
quired outage is provided. Pipe shall be 
equipped with 1⁄4 inch minimum NPT 
control valve mounted outside tank 
and enclosed within a housing. Other 
approved devices may be used in lieu of 
outage scale or telltale pipe. 

(e) Bottom of tank shell may be 
equipped with a sump or siphon bowl, 
or both, welded or pressed into the 
shell. Such sumps or siphon bowls, if 
applied are not limited in size and 
must be made of cast, forged, or fab-
ricated metal. Each sump or siphon 
bowl must be of good welding quality 
in conjunction with the metal of the 
tank shell. When sump or siphon bowl 
is pressed in the bottom of the tank 
shell, the wall thickness of the pressed 
section must not be less than that 
specified for the shell. The section of a 
circular cross section tank to which a 
sump or siphon bowl is attached need 
not comply with the out-of-roundness 
requirement specified in appendix W, 
W14.06, of the AAR Specifications for 
Tank Cars. Any portion of a sump or si-
phon bowl not forming a part of a cyl-
inder of revolution must have walls of 
such thickness and be so reinforced 
that the stresses in the walls caused by 
a given internal pressure are not great-
er than the circumferential stress 
which would exist under the same in-
ternal pressure in the wall of a tank of
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